NOTES 


BASE WIRING SHOWN WITHOUT CONTROL RELAY. WHEN CONTROL RELAY iS USED 
DISCONNECT ORANGE WIRES FROM BLACK LEADS OF MOTOR SWITCH. SPLICE 

AND TAPE ORANGE WIRES TOGETHER, CUT LOOP AT SWITCH @ CONNECT TO 

SWITCH LEADS. CUT LOOP AT SWITCH AND CONNECT TO SWITCH LEADS. 

CUT LOOP AT CONTROL RELAY & CONNECT TO CONTROL RELAY TERM. WIRE 

[OOP AT CONTROL RELAY CONTACTS JS CUT, "6" IS CONNECTED TO "E” FOR 
TaREAK OPERATION” AND TO "C” FOR"MAKE OPERATION, F” IS CONNECTED TO 
‘DIN EITHER CASE 


FOR "BREAK OPERATION” INVERT POWER SWITCH TO MAKE “ON” AND “OFF ~ 
DESIGNATIONS ON COVER AGREE WITH OPERATION OF SWITCH, 


TO OPERATE UNIT WITHOUT LINE RELAY REMOVE RED WIRE CONNECTED BETWEEN 
24 AND 46 FROM TERMINAL 46 AND TAPE. REMOVE YELLOW WIRE SHOWN FROM 
TERMINAL 45 AND TAPE, REMOVE RED SHELL CORD WIRES FROM TERMINALS 
1,0 42 ano comnecT To Temminars 48.8 48, RED wine TO 45 wuiTE 
Wine To-46. 


WHEN POLAR SIGNALS ARE USED, REMOVE GRASS STRAP FROM TERMINALS 27 8 29. 


MeagOutey (E2884) - 136 OHMS PER WINDING (FOR O60 DR .020 AMPERE. 
SIGNALING) 


FOR 020 AMPERE SIGNAL LINE OPERATION,CONNECT THIS LEAD TO OTHER 
TERMINAL OF 8000 OhM RESISTOR, 


COLOR CODE 


O- GREEN 
Y= YeLLow 


ASSOCIATED CABLES 
LINE RELAY CABLE 105920 
BASE CABLE 108700 


ALL wines 20 INSULATED WIRE 
EXCEPT MOTOR AND POWER LEADS. 


‘THIN LINES INDICATE WIRES NOT IN CABLE, 


COVER LEADS AT LINE RELAY RESISTOR TERMINALS WITH HIGH TEMPERATURE 
TUBING, 60278 AM 
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SHORT AS POSSIBLE 


NOTE NUMBERS IN CIRCLES 
co DESIGNATE TERMINALS 
” ON THE 26 TERMINAL 
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